
CB-1000 8-Button Control Panel

The CB-1000 is an economical single-gang, wall-mount button panel that offers eight 
programmable tactile buttons, useful for controlling projectors, DVD players  and other 
AV gear.  As a stand-alone controller, the IR or Serial output of the CB-1000 is wired 
directly to the devices being controlled.  Alternatively, CB-1000 outputs  can serve as 
input triggers  to Calypso  Systems Pro I/O or ION networked controllers, expanding the 
number and type of devices being controlled.

CB-1000 set up, including IR learning, is  fast 
and reliable using an on-board serial 
p r o g r a m m i n g p o r t a n d C B - 1 0 0 0 
ConÞguration Software.    Simply learn the 
IR code with the built-in IR learner and 
assign IR or Serial codes to each button.  
Once fully programmed, the entire CB-1000 
conÞguration can be saved to an off-line Þle 
and used to conÞgure additional devices  via 
the on-board serial programming port.  In 
addition, the CB-1000 offers  pass-code 
security to lock or unlock the button panel, 
and scheduled control through an on-board 
clock with battery back-up.

To complete the solution, a set of 24 
individual, pre-labeled button ÒcapsÓ are 
included with each CB-1000.  Select the 
appropriate cap, mount the button on the 
surface of the CB-1000 and lock everything 
down with a standard DecoraTM face plate.  
The result is  a  professional, robust and 
versatile wall mount control solution.

Affordable and ßexible classroom device 
control is  just another way that Calypso 
Systems  is  helping educators  build, 
manage, and use 21st century classrooms to 
enhance learning.

Call 1-888-381-9646 or visit www.calypsosystems.com for more information on how 
the CB-1000 8-button controller can give you better control of your classroom 
technology tools.
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SpeciÞcations

Format: ! Single-gang, Decora
Weight:! 3.6 oz
Power:! 12VDC, 125mA
Output:! RJ-45 to 8-conductor wire
! (IR, Serial, Power)
Wire:! CAT5 (22-24 gauge 
! recommended)

Current
Limiting
Resister:  360 Ohm/8ma Drive

CW-TB:  2Ów x 1.75Óh x 5Ód

BeneÞts
Ð Easy install and set-up

Ð Scheduled projector turn off
Ð IR and Serial control
Ð Field conÞgurable

Features
Ð Up to 4 IR emitters supported

Ð Built-in IR learning
Ð RS-232 output
Ð On-board scheduler

Ð Security pass-code
Ð Backlighting

Ð Battery back-up
Ð File based cloning
Ð Single-gang mount

Ð Serial programming port with 
   software

Ð RJ-45 jack for power, IR/serial
Ð 12 VDC power

http://www.calypsocontrol.com
http://www.calypsocontrol.com
http://www.calypsocontrol.com
http://www.calypsocontrol.com


 Wir ing Diag ram 

12vdc 
Pow er 

CAT-5 

TB-8 Cable 
(8-conductor) IR 

TB-6 

Ser ial 

 

 

 

Button Labels 

CB-1000
8-Button IR Panel

© 2009 Calypso Control Systems  I  USA  I  2.2.09

Product Set-Up


